EQUIPMENT LIST

Equipment to be supplied by State Highway Administration:
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DESCRIPTION
Sheet aluminum signs to consist ot:

1 (EA) - 24 inch x 24 inch R3-2 sign (symbol) (No Left Turn) with
proper hardwdare for mast arm mount.

1 (EA) - 36 inch x 42 inch R10-12 Mod. sign “LEFT TURN YIELD ON GREEN”
(ball symbol) with proper hardware for mast arm mount.

1 (EA) — 30 inch x 36 inch R3-5 sign (left arrow-symbol) “ONLY” with
proper hardware ftor mast arm mount.

1 (EA) — 30 inch x 36 inch R3-6 Mod. sign (left, through and right
arrows—symbol ) with proper hardware for mast arm mount.

2 (EA) — Variable x 16 inch D3-2 dual face (road name panel) “Snowden”
wiTth proper hardware for mast arm mount.

2 (EA)Y — Variable x 16 inch D3-2 (road name panel) “Laurel Bowie” with
proper hardware for mast arm mount.

1 (EA)Y — One piece shield assembly 30 inch x 51 inch with proper
hardware for pole mount:

24 inch x 12 inch M3-3 “SOQUTH”
30 inch X 24 inch M1—6 “MARYLAND” (route shield for independent use)
21 inch x 15 inch Me—-1 (arrow) directional.

1 (EA) - One piece shield assembly 48 inch x 75 inch with proper
hardware for pole mount

30 inch x 15 inch M3-1 “NORTH”,
48 inch X 36 inch M1—-6 “MARYLAND” (route shield for independent use),

30 inch x 24 inch M6t—-1 (arrow) directional.

1 (EA) — One piece shield agssembly with proper hardware for pole mount:

24 inch x 12 inch M3-3 “NORTH”.
30 inch x 24 inch M1-6 “MARYLAND” (route shield for indspendent use).,
21 inch x 15 inch M6—1 (arrow) directional.

1 (EA) — One piece shield assembly 48 inch x 75 inch with proper
hardware ftor pole mount:

30 inch x 15 inoch M3-3 “SOUTH",
48 inch x 36 inch M1-6 “MARYLAND” (route shield for independent use).,
30 inch x 24 inch Mo-1 {(arrow) directional.

2 (EA) = 48 inch x 48 inch W3-3 (signal ahead symbo!l) with proper
hardware for ground mount.

2 (EA) — 24 inch x 24 inch sign panel “NEW” with proper hardware
for ground mount. _

Eight-phase (fully-actuated) traffic signal controller in base mount
cabinet.

12 inch 1 way 3 section (R,Y,G) signal head - mast arm mount.
12 inch 1 way 4 section (R.Y,.G,GA) signal head ~ mast arm mount.
12 inch 1 way 5 section (R,Y,YA,G.GA) signal - mast arm mount.

1 way 5 section 12 inch (YA,RA) 8 inch (R.Y,G) signal head — mas+
arm mount.
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B. Equipment to be furnished and/or installed by the Contractor.
SHA SPEC.
QUANTITY UNIT SECTION DESCRIPTION
? CY 205 Test pit excavation.
' CY 801 Concrete foundation for signal s+ruc+ures.
3 EA 804 Ground rod — 34inch diameter x 10 foot length.
300 LF 804 Bare copper ground wire (No. 6 A.W.G. ).
45 LF 805 1 inch electrical conduit detector wire sleeve.
5 LF 805 2 inch schedule 80 electrical conduit—frenched/buried.
770 LF 805 3 inch schedule 40 electrical conduit—-trenched/buried.
170 LF 805 3 inch schedule 80 electrical conduit-bored/under existing pavement.
20 LF 805 4 inch schedule 40 electrical conduit—-trenched/buried. \
1 EA 1015 20 FT lighting arm and 250 Watt HPSV luminaire. E
1 EA 8O7Y Control and distribution equipment.
1300 LF 810 f—Conductor electrical cable (No. 14 A.W.G. ).
30 LF 810 b—Conductor slectrical cable (No. 14 A.W.G. ).
320 LF 810 2—Conductor electrical tray cable (No. 12 A.W.G. ).
2340 LF 810 2—-Conductor electrical cable (Aluminum Shielded).
1500 LF 810 Loop wire (No. 14 A.W.G.) encased in !/4 inch flexible tube.
120 L.F 810 1-Conductor electrical cable (No. 4 A.W.G.) -~ THHN/THWN.
36 LF 812 6 inch X 6 inch wood sign support.
124 SF 813 Instal | overhead sign.
40 SF 813 Install ground mounted sign.
11 EA 811 Handhole.
10 EA 814 Install signal head - mast arm mount.
550 LF 815 Sawcut for signal loop detector.
1 EA 816 Install 8 phase fully actuated controller and cabinet - base mount.
1 EA 800 21 fteet steel pole and twin 50 feet/b0 feet mast arms
(NOTE: 4 — 1°4 inch x 90 inch anchor bolts).
1 EA 800 21 feet steel pole and twin 50 feet/50 feet mast arms
(NOTE: 4 — 134inch x 90 inch anchor bolts).
135 LF SP-555 24 inch white permanent preformed pavement marKing Tape.
1 EA — As—built plans for trattic signal.
70 LF 810 | - Conductor for electrical cable (No.BAWG.) - copper THWN
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